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SEH-25H

Light 2 Stroke Engine Pumps

SEH-25L

SEM-25L

SE-25L

SE-25FH

* Fuel consumption and engine noise are half of 
2 stroke engine.  

SEM-25X

SE-25F SE-25FH SEH-25L SEH-25H

25 mm (1") 

Outer Pipe Thread

35 m (115 ft) 42 m (138 ft) 32 m (105 ft) 43 m (141 ft)

110 L/min (29 USG/min) 125 L/min (33 USG/min) 115 L/min (30 USG/min) 135 L/min (36 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Gasoline Engine

Robin EH025 Robin EH035 Honda GX25 Honda GXH50

24.5 cc 33.5 cc 25 cc 49.4 cc

0.55 kW (0.75 PS) / 7000 rpm 0.81 kW (1.1 PS) / 7000 rpm - -

0.81 kW (1.1 PS) / 7000 rpm 1.18 kW (1.6 PS) / 7000 rpm 0.72 kW (1.0 PS) / 7000 rpm 1.6 kW (2.2 PS) / 7000 rpm

Automotive Unleaded Gasoline

0.5 L 0.65 L 0.58 L 0.77 L

Approx. 60 min Approx. 50 min Approx. 1 hr Approx. 50 min

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

6.6 kg 9.5 kg 7 kg 12.5 kg

398 × 300 × 355 398 × 300 × 355 398 × 300 × 355 398 × 300 × 355

1

SEM-25F

35 m (115 ft)

140 L/min (37 USG/min)

Mitsubishi GM82

80 cc

1.3 kW (1.8 PS) / 3600 rpm

1.8 kW (2.4 PS)

 

1.6 L

Approx. 2 hrs 50 min

17 kg

465 × 360 × 390

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
 

Specifications
SE-25L SEM-25X SEM-25L SEM-25E

25 mm (1") 

Outer Pipe Thread

35 m (115 ft) 40 m (131 ft) 35 m (115 ft) 30 m (98 ft)

110 L/min (29 USG/min) 125 L/min (33 USG/min) 115 L/min (30 USG/min) 110 L/min (29 USG/min) 

8 m (26 ft)

Forced Air Cooling 2 Stroke Gasoline Engine

Robin EC025GR Mitsubishi TL33 Mitsubishi TU26 Mitsubishi TLE20

24.5 cc 32.6 cc 25.6 cc 19.8 cc

0.55 kW (0.75 PS) / 6000 rpm - - -

0.88 kW (1.2 PS) / 7000 rpm 1.27 kW (1.7 PS) / 7000 rpm 1.03 kW (1.4 PS) / 7500 rpm 0.82 kW (1.1 PS) / 7500 rpm

2 Stroke Mixed Gas and Oil

0.6 L 0.9 L 0.6 L 0.4 L

Approx. 50 min Approx. 60 min Approx. 60 min

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

6.0 kg 9.0 kg 6.5 kg

310 × 255 × 347 365 × 273 × 410 345 × 260 × 345 320 × 280 × 353

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
 

Specifications
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• 1 Delivery hose (8 m)
• 1 Nozzle  (Jet)

• 1 Delivery hose (8 m)
• 1 Nozzle (Jet & Mist)

��� ����� ������
N-Type Hose Set
• Washing of agriculture &

construction machinery 

R-Type Hose Set
• Washing of agriculture machinery
• Water sprinkling to the field

SJ-20
• Large volume of

spraying water

• 1 Coupling set
(20 mm)

• 1 Hose nipple
(20 mm × 15 mm)

Performance Curve
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Up to 50% Fuel Saving & Noise Reduction*

Double Life Span
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Strong & Durable Robin Engine
• Highly effective mechanical seal made with special carbon ceramics provides extra durability.

• Entire unit is protected by sturdy rollover pipe frame.

• Strong and lightweight die-cast aluminum pump.

Diesel Engine Pumps

SE-100XD

Kerosene Engine Pumps

SE-80XK

SE-50XK SE-80XK SE-50XD SE-80XD SE-100XD

50 mm (2") 80 mm (3") 50 mm (2") 80 mm (3") 100 mm (4")

Outer Pipe Thread

23 m (75 ft) 26 m (85 ft) 23 m (75 ft) 24 m (79 ft)

560 L/min (148 USG/min) 880 L/min (232 USG/min) 560 L/min (148 USG/min) 900 L/min (238 USG/min) 1100 L/min (290 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Kerosene Engine Forced Air Cooling 4 Stroke Diesel Engine

Robin EY15-3DK Robin EY20-3DK Robin DY23-2D Robin DY27-2D

143 cc 183 cc 230 cc 265 cc

1.6 kW (2.2 PS) / 3600 rpm 2.3 kW (3.1 PS) / 3600 rpm 3.1 kW (4.2 PS) / 3600 rpm 3.7 kW (5.0 PS) / 3600 rpm

2.4 kW (3.3 PS) / 4000 rpm 3.2 kW (4.3 PS) / 4000 rpm 3.7 kW (5.0 PS) / 3600 rpm 4.0 kW (5.5 PS) / 3600 rpm

Kerosene (Gasoline for starting) Diesel

Kerosene: 2.6 L Kerosene: 3.4 L
Gasoline: 0.13 L Gasoline: 0.17 L

3.2 L

Approx. 2 hrs 30 min Approx. 3 hrs 30 min Approx. 3 hrs Approx. 2 hrs 30 min

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

25 kg 34 kg 47 kg 50 kg 64 kg

489 × 362 × 435 535 × 380 × 487 583 × 423 × 515 583 × 423 × 515 674 × 455 × 713

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
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E
 

Specifications
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SE-50X SE-80X SE-100X SE-50EX SE-80EX SE-100EX

50 mm (2") 80 mm (3") 100 mm (4") 50 mm (2") 80 mm (3") 100 mm (4")

Outer Pipe Thread

30 m (98 ft) 26 m (85 ft) 28 m (92 ft) 30 m (98 ft) 31 m (102 ft) 27 m (89 ft)

600 L/min (158 USG/min) 930 L/min (246 USG/min) 1450 L/min (383 USG/min) 600 L/min (158 USG/min) 970 L/min (256 USG/min) 1350 L/min (356 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Gasoline Engine

Robin EY15-3D Robin EY20-3D Robin EY28-D Robin EX13 Robin EX17 Robin EX27

143 cc 183 cc 273 cc 126 cc 169 cc 265 cc

2.0 kW (2.7 PS) / 3600 rpm 2.6 kW (3.5 PS) / 3600 rpm 4.0 kW (5.5 PS) / 3600 rpm 2.2 kW (3.0 PS) / 3600 rpm 2.9 kW (4.0 PS) / 3600 rpm 5.1 kW (7.0 PS) / 3600 rpm

2.6 kW (3.5 PS) / 4000 rpm 3.7 kW (5.0 PS) / 4000 rpm 5.5 kW (7.5 PS) / 4000 rpm 3.2 kW (4.3 PS) / 4000 rpm 4.2 kW (5.7 PS) / 4000 rpm 6.6 kW (9.0 PS) / 4000 rpm

Automotive Unleaded Gasoline

2.8 L 3.8 L 5.5 L 2.7 L 3.6 L 6.1 L

Approx. 2 hrs 40 min Approx. 3 hrs Approx. 2 hrs 40 min Approx. 2 hrs 30 min

Recoil Starter

1 Strainer,  2 Hose Couplings,  3 Hose Bands,  1 Engine Tool Set

23 kg 34 kg 55 kg 24 kg 30 kg 55 kg

489 × 340 × 435 535 × 380 × 487 650 × 453 × 660  500 × 395 × 440 540 × 400 × 480 487 × 680 × 684

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

 Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
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Specifications

SE-100X
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SEH-50X

Complete Range of Water Pumps 
Powered by Honda Engine
• Highly effective mechanical seal made with special carbon ceramics provides extra durability.

• Entire unit is protected by sturdy rollover pipe frame.

• Strong and lightweight die-cast aluminum pump.

SEH-50X SEH-80X SEH-100X

50 mm (2") 80 mm (3") 100 mm (4")

Outer Pipe Thread

30 m (98 ft) 26 m (85 ft) 28 m (92 ft)

600 L/min (158 USG/min) 930 L/min (246 USG/min) 970 L/min (256 USG/min) 1450 L/min (383 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Gasoline Engine

Honda GX120 Honda G200 Honda GX160 Honda G200 Honda GX240 

118 cc 197 cc 163 cc 197 cc 242 cc

2.1 kW (2.9 PS) / 3600 rpm 2.8 kW (3.8 PS) / 3600 rpm 2.9 kW (3.9 PS) / 3600 rpm 2.8 kW (3.8 PS) / 3600 rpm 4.4 kW (6.0 PS) / 3600 rpm

2.6 kW (3.5 PS) / 3600 rpm 3.7 kW (5.0 PS) / 3600 rpm 3.6 kW (4.9 PS) / 3600 rpm 3.7 kW (5.0 PS) / 3600 rpm 5.3 kW (7.2 PS) / 3600 rpm

Automotive Unleaded Gasoline

2 L 4.3 L 3.1 L 4.3 L 5.3 L

Approx. 2 hrs Approx. 3 hrs Approx. 2 hrs 10 min Approx. 3 hrs Approx. 2 hrs 30 min

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

24 kg 29 kg 34 kg 32 kg 59 kg

493 × 377 × 415 527× 429 × 535 530 × 399 × 473 527 × 429 × 535 680 × 487 × 684

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
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Specifications

(ft)
100

80

60

40

20

(USG/min)

30

20

10

50 100 150

0 150 300 450 600 750

DELIVERY VOLUME (L/min)

T
O

T
A

L 
H

E
A

D
 (

m
)

SEH-50X (GX120)

SEH-50X (G200)

Performance Curve

Powered by Durable Mitsubishi Engine
• Highly effective mechanical seal made with special carbon ceramics provides extra durability.

• Entire unit is protected by sturdy rollover pipe frame.

• Strong and lightweight die-cast aluminum pump.

SEM-80XSEM-40F
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Performance Curve

SEM-40F SEM-50X SEM-80X SEM-100X

40 mm (1½") 50 mm (2") 80 mm (3") 100 mm (4")

Outer Pipe Thread

32 m (105 ft) 30 m (98 ft) 29 m (95 ft) 28 m (92 ft)

270 L/min (71 USG/min) 600 L/min (158 USG/min) 970 L/min (256 USG/min) 1380 L/min (365 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Gasoline Engine

Mitsubishi GM82 Mitsubishi GM132 Mitsubishi GM182 Mitsubishi GM231

80 cc 126 cc 181 cc 215 cc

1.3 kW (1.8 PS) / 3600 rpm 2.1 kW (2.8 PS) / 3600 rpm 3.3 kW (4.5 PS) / 3600 rpm 3.7 kW (5.0 PS) / 3600 rpm

1.8 kW (2.4 PS) 2.9 kW (4.0 PS) 4.4 kW (6.0 PS) 5.1 kW (7.0 PS)

Automotive Unleaded Gasoline

1.6 L 2.5 L 3.8 L 4.5 L

Approx. 2 hrs 50 min Approx. 3 hrs

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tools Set

19 kg 25 kg 33 kg 52 kg

493 × 377 × 406 506 × 402 × 444 539 × 429 × 512 650 × 462 × 640

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
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E
 

Specifications

SEM-100X
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for Koshin Trash Pumps

Pump Body:
��
�
�� ��������

Suction Flange

Delivery Flange

Cover Bolt

Knob
Mechanical Seal: ��� �������� ��

����

Front Cover: ��
�
�� ��������

Impeller: �����
���

Volute Casing: ����
����� �
����	� �
�� ���	����

Engine Tool
(Koshin Original)

����� �	
������ �	
�

Koshin
Original Wrench
as Standard Accessories

������� ��	�
���
for Koshin Trash Pumps

Heavy Duty Trash Pumps 
Powered by Robin Engine

KTR-50X

KTR-80X

Specifications

KTR-50X KTR-80X KTR-100X

50 mm (2") 80 mm (3") 100 mm (4")

Outer Pipe Thread

29 m (95 ft) 25 m (82 ft) 27 m (88 ft)

700 L/min (185 USG/min) 1190 L/min (314 USG/min) 1530 L/min (404 USG/min)

8 m (26 ft)

SiC (Silicon Carbide) × SiC

Hi-Chrome

Spheroidal Graphite Iron Castings

Forced Air Cooling 4 Stroke Gasoline Engine

Robin EX17 Robin EX27 Robin EH41

169 cc 265 cc 404 cc

2.9 kW (4.0 PS) / 3600 rpm 5.1 kW (7.0 PS) / 3600 rpm 6.3 kW (8.5 PS) / 3600 rpm

4.2 kW (5.7 PS) / 4000 rpm 6.6 kW (9.0 PS) / 4000 rpm 7.0 kW (9.5 PS) / 3600 rpm

Automotive Unleaded Gasoline

3.6 L 6.1 L 7.0 L

Approx. 2 hrs 30 min Approx. 2 hrs 10 min 3 hrs

Recoil starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

51 kg 63 kg 81 kg

656 × 499 × 524 721 × 516 × 585

1

Model 

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Material for Mechanical Seal

Material for Impeller

Material for Volute

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
 

Performance Curve

Koshin Trash Pumps
•Excellent Seal Durability

Conventional mechanical seal using carbon ceramic is replaced by 
silicon carbide (SiC) seal. SiC seal is developed by Koshin and we are 
the first manufacturer to use such durable material in Japan.

•Thoughtful Design
Special plug designed on impeller allows easy removal.
Simply insert any rod and twist to separate impeller from its casing.
No special tool required.

•Light Weight & Compact Design
Conventional trash pumps are very bulky and heavy, some more than 
100 kg in weight. KTR-100X, the largest of all, weights only 81 kg.
The compact design takes up smaller space and is portable.

•High Self-priming Performance
Special structure is designed to ensure high capacity self-priming 
performance. Koshin trash pumps give excellent performance and durability.
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Max. 27 mm

80X & 100X Type

Max. 20 mm

50X Type
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Economical Trash Pumps
For Sandy & Muddy Water Applications
• Silicon Carbide Mechanical Seal (SIC).

4 to 5 times more durable than standard carbon ceramic mechanical seal.

• Spheroidal graphite iron casting for impeller and casing.
10 times more corrosion resistant than standard FC or cast iron.

• Impeller can be removed easily without special tool.

• Long bolt assembly for easy maintenance.

STH-80X

Performance Curve
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STR-50EX STH-50X STR-80EX STH-80X

50 mm (2") 80 mm (3")

Outer Pipe Thread

30 m (98 ft) 29 m (95 ft) 28 m (92 ft) 26 m (85 ft)

580 L/min (153 USG/min) 600 L/min (158 USG/min) 930 L/min (246 USG/min) 900 L/min (237 USG/min)

8 m (26 ft)

Forced Air Cooling 4 Stroke Gasoline Engine

Robin EX13 Honda GX120 Robin EX17 Honda GX160

126 cc 118 cc 169 cc 163 cc

2.2 kW (3.0 PS) / 3600 rpm 2.1 kW (2.9 PS) / 3600 rpm 2.9 kW (3.9 PS) / 3600 rpm 2.9 kW (3.9 PS) / 3600 rpm

3.2 kW (4.3 PS) / 4000 rpm 2.6 kW (3.5 PS) / 3600 rpm 4.2 kW (5.7 PS) / 4000 rpm 3.6 kW (4.9 PS) / 3600 rpm

Automotive Unleaded Gasoline

2.7 L 2.5 L 3.6 L 3.6 L

Approx. 2 hrs 40 min Approx. 2 hrs Approx. 2 hrs 30 min Approx. 2 hrs 10 min

Recoil starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

27 kg 25 kg 34 kg 35 kg

500 × 395 × 440 493 × 377 × 420 540 × 412 × 480 530 × 423 × 488

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
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E
 

Specifications

Heavy Duty Trash Pumps 
Powered by Honda & Mitsubishi Engine
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(USG/min)

0

100

80

60

40

20

(ft)

30

20

10

1600 18001000 1200 1400600 800200 400

100 200 300 400

KTM-80X

KTM-80X

KTM-100X

DELIVERY VOLUME (L/min)

T
O

T
A

L 
H

E
A

D
 (

m
)

KTH-50X

(USG/min)

0

100

80

60

40

20

(ft)

30

20

10

800 900500 600 700300 400100 200

50 100 150 200

KTM-50X

KTH-50X

DELIVERY VOLUME (L/min)

T
O

T
A

L 
H

E
A

D
 (

m
)

Performance Curve

����� �����

Max.
20mm

50X Type

Max.
27mm

80X & 100X
Type

KTH-50X KTH-80X KTH-100X KTM-50X KTM-80X

50 mm (2") 80 mm (3") 100 mm (4") 50 mm (2") 80 mm (3")

Outer Pipe Thread

30 m (98 ft) 27 m (89 ft) 25 m (82 ft) 29 m (95 ft) 24 m (78 ft)

700 L/min (185 USG/min) 1340 L/min (354 USG/min) 1600 L/min (422 USG/min) 700 L/min (185 USG/min) 1300 L/min (343 USG/min)

8 m (26 ft)

SiC (Silicon Carbide) × SiC

Hi-Chrome

Spheroidal Graphite Iron Castings

Forced Air Cooling 4 Stroke Gasoline Engine

Honda GX160 Honda GX240 Honda GX340 Mitsubishi GM182 Mitsubishi GM291

163 cc 242 cc 337 cc 181 cc 296 cc

2.9 kW (3.9 PS) / 3600 rpm 4.4 kW (6.0 PS) / 3600 rpm 5.8 kW (7.9 PS) / 3600 rpm 4.5 PS (3.3 kW) / 3600 rpm 6.0 PS (4.4 kW) / 3600 rpm

3.6 kW (4.9 PS) / 3600 rpm 5.3 kW (7.2 PS) / 3600 rpm 7.1 kW (9.7 PS) / 3600 rpm 6.0 PS (4.5 kW) / 4000 rpm 8.0 PS (5.9 kW) / 4000 rpm

Automotive Unleaded Gasoline

3.1 L 5.3 L 6.1 L 3.8 L 6.0 L

Approx. 2 hrs 10 min Approx. 2 hrs 30 min Approx. 2 hrs Approx. 3 hrs

Recoil Starter

1 Strainer,   2 Hose Couplings,   3 Hose Bands,   1 Engine Tool Set

51 kg 63 kg 85 kg 55 kg 68 kg

656 × 498 × 524 721 × 516 × 586 790 × 580 × 675 661 × 503 × 524 711 × 526 × 581

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Material for Mechanical Seal

Material for Impeller

Material for Volute

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H(mm)

Packing Unit 

P
U

M
P

E
N

G
IN

E
 

Specifications

STR-50EX
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Pumps Suitable for 
Sprinkler System

SEM-50V SERM-50V

50 mm (2")

 Outer Pipe Thread

50 m (164 ft) 90 m (295 ft)

500 L/min (132 USG/min)

8 m  (26 ft)

Forced Air Cooled 4 Stroke Gasoline Engine

Mitsubishi GM 132 Mitsubishi GM 182
Hi-Revolution Hi-Revolution

126 cc 181 cc 

2.1 kW (2.8 PS) / 3600 rpm 3.3 kW (4.5 PS) / 3600 rpm

2.9 kW (4.0 PS) 4.4 kW (6.0 PS)

Automotive Unleaded Gasoline

2.5 L (0.66 USG) 3.8 L (1 USG)

Approx. 2 hrs

Recoil Starter

 
1 Strainer

3 Hose Bands
1 Hose Coupling
1 Quick Coupling

1 Engine Tool

 

25 kg 34 kg

520 × 412 × 455 565 × 460 × 483

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
 

SEM-50V

SERM-50V

Suitable for 
Sprinkler System 
& Fire Fighting
• Compact & lightweight high 

pressure pump

• 3 ways delivery flange
(2"×1, 1"×2)

SEM-50V Image

SERH-50B

SER-50EX
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SER-40EX
SERH-50B

SERH-50 SER-50EXSERM-40

SEM-50V SERM-50V

1 Strainer
3 Hose Bands (      60)
2 Hose Bands (      32)

1 Coupling Set (50 mm)
1 Closing Plate (50 mm)

2 Nipples (25 mm)
1 Quick Coupling

1 Engine Tool

SER-40EX SER-50EX SERM-40 SERH-50B SERH-50

IN 50 mm (2") IN 65 mm (2½") IN 50 mm (2") IN 50 mm (2") IN 65 mm (2½")
OUT 40 mm (1½") OUT 50 mm (2") OUT 40 mm (1½") OUT 50 mm (2") OUT 50 mm (2")

Outer Pipe Thread

57 m (187 ft) 65 m (213 ft) 55 m (180 ft) 57 m (187 ft) 62 m (203 ft)

430 L/min 570 L/min 430 L/min 440 L/min 560 L/min
(113 USG/min) (150 USG/min) (114 USG/min) (116 USG/min) (148 USG/min)

8 m (26 ft)

Forced Air Cooled 4 Stroke Gasoline Engine    

Robin EX17 Robin EX27 Mitsubishi GM182 Honda GX160 Honda GX240

169 cc 265 cc 181 cc 163 cc 242 cc

2.9 kW (4.0 PS) / 3600 rpm 5.1 kW (7.0 PS) / 3600 rpm 3.3 kW (4.5 PS) / 3600 rpm 2.9 kw (3.9 PS) / 3600 rpm 4.4 kw (6.0 PS) / 3600 rpm

4.2 kW (5.7 PS) / 4000 rpm 6.6 kW (9.0 PS) / 4000 rpm 4.4 kW (6.0 PS) 3.6 kw (4.9 PS) / 3600 rpm 5.3 kw (7.2 PS) / 3600 rpm

Automotive Unleaded Gasoline

3.6 L 6.1 L 3.8 L 3.1 L 5.3 L

Approx. 2.5 hrs Approx. 2 hrs 10 min Approx. 3 hrs Approx. 2 hrs 10 min Approx. 2 hrs 30 min

Recoil Starter

1 Strainer,  3 Hose Bands,  2 Hose Couplings,  1 Engine Tool

35 kg 44 kg 38 kg 34 kg 46 kg

545 × 415 × 455 610 × 495 × 545 534 × 424 × 508 545 × 415 × 455 578 × 492 × 533

1

Model

Connection Dia

Connection Thread 

Total Head

Delivery Volume

Max. Suction Head

Type

Model

Exhaust Volume

Rated Output

 Max. Output

Fuel

Fuel Tank Capacity

Continuous Operating Time

Starting Method

Standard Accessories

Gross Weight

Dimensions L×W×H (mm)

Packing Unit

P
U

M
P

E
N

G
IN

E
 

Specifications


