CAM 100-24L

CAB 150-50L

INOX 100-24 L

Automatic working pressure systems built with centrifugal or self-priming electropumps. Each set, ready for the installation, is
made by an electropump, a pre-rated and adjustable pressure switch, pressure gauge, connector (and eventually a flexible hose
with s.s. sheath), membrane tank and power cable. The set specification and performances are related to the adapted electropump,
tank capacity and pressure switch rating.

CAM 100 230v 1000-6010
INOX 80 230v 1000-6020
INOX 100 230v 1000-6030
INOX 80 230v 1000-6040
INOX 100 230v 1000-6050
INOX 80 110v 022-302

CAB 150 230v 1000-6080
CAB 200 230v 1000-6090

HIDROMATIC H1

INOX H1 CAM 100 H1

Automatic working pressure systems build up with centrifugal self priming pumps. Each set ready for installation is made by a
pump and a hidromatic controller which is a complete replacement of the traditional water system set consisting of a pressure
switch and tank. The control of the pump is started after a pressure decrease (taps opening) and stopping when the water flow is
interrupted at the maximum pressure level of the pump (taps closing). Protection against dry running.

CAM 100 H1 230v 1000-6100
INOX 80 H1 230v 1000-6120
INOX 100 H1 230v 1000-6130
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